
CreativeLine
SX-CL-195-iF-ACWv10a-SFP

1,9mm indoor fixed
LED Screen
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Non-Flammable LED Screen 

Fire protection

according to EN13501-1

Incombustible up to
A2-s1-d0

patented

No burning droplets



ProductDetails SX-CL-195-iF-ACWv10a-SFP

PixelPitch (mm) 1,95

PhysicalDensity(Pixel/m2) 262.144

LEDType SMD

Pixelcard Size (mm) 250 x 250

PixelcardResolution (Pixel) 128 x 128

HorizontalViewingAngle (Deg.) 120

VerticalViewing Angle (Deg.) 120

Brightness NIT (cd/m2) 600 – 1000 NIT

Grey Scale 12 –16 bit

RefreshRate (Hz) ≤ 3840

Max Power Consumption (W) ~ 600 / sqm

AveragePower Consumption (W) ~200 / sqm

Cabinet Size (mm)
500x1,000, 500x750, 500x500, 500x250, 250x500, 1,000x250, 

250x750, 250x1000, 750x250

CabinetThickness(mm) ~47

Weight(Kg) ~25/ sqm plus Wiring

CabinetMaterial Aluminium

Serviceability Front Service

Input Voltage(V) AC 240V+/-10% @ 50Hz

ProtectionLevel IP 20

WorkingTemperature(°C) -20°-+40°

Operation Humidity (RH) 10% -60% (non condensing)

LEDControl System Design Novastar

Certificates CE, ROHS, PFC, EMC Class A, LVD

Options HDR, Calibration on Module, High Brightness

Fire protection level Up to A2-s1-d0 according to EN13501-1

Technical data LED Screen: CreativeLine
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